
PRECISION DIGITAL-TO-ANALOG-CONVERTER

The centerpiece of your entire listening system.

www.f idelice.com

Coax & Optical S/PDIF Inputs

USB Input

Balanced & Unbalanced Analog Outputs

RCA Analog Input

Balanced & Unbalanced
Headphone Outputs

Balanced Analog Input

Digital outputs from devices like smart TVs, 
game consoles, DVD and other media players, 

recorders, & HD Bluetooth receivers. 

USB-B connection accepts 
digital audio from Mac or 
PC computers, iOS or 
Android phones & other 
PCM or DSD source devices.

Transformer-balanced XLR and unbalanced RCA connections can be sent 
to power amplifiers, powered speakers, or other components at either 
fixed full-volume output or using the front-panel volume control.

Over 1 watt max output to drive 
any balanced or unbalanced 
headphones or IEMs, with high or 
low gain settings.

XLR balanced connections to 
interface with professional audio 
devices or other equipment with 

balanced outputs.

RCA connections for a phono amplifier 
output or unbalanced output from any 
analog source component.

FIDELICE
Rupert Neve Designs

IN 47k 110pF

OUT 47k 220pFPOWER

RUMBLE FILTER MM LOADING

Precision Phono Pre-Amplifier


